


MECHANICAL PROPERTIES

.. . Nominal Tolerance
Property Test Conditions Unit Value MIN MAX Method
Shrinkage 80°C (176°F) % MD10 8 12 OPE-ASC-PEO-01
g ° TD 10 8 12
Thickness Thickness Gauge Inches 0.00175 0.00155 | 0.00195 OPE-ASC-PEO-04
a2
Water Vapor 37.8° C (100° F) at 100% RH 9/100in7 day 2.2 ' - ASTM-F-1249-01
Transmission Rate g/ m?/ day 14.25 - -
cm /100in % da 5.0 - -
Oxygen 23°C (73° F) at 0% RH y ASTM-D-3985-02
Transmission Rate cm/ m?/ day 77.4 - -
Haze h % 27.70 17 38.4
Transmission Spectrophotometer % 90.18 - - ASTM-D-1003-00
- D50 at 2°
Clarity % 87.05 - -
Tensile Strenght Ibf/in 2 P':DD1152(‘)1(())(()) - -
Dynamometer - - ASTM-D-882-02
Breaking y o MD 160 - -
Elongation % TD 69 - -
Tolerance Length Inches - - *1/8 -

MD= Machine Direction TD=Transversal Direction RH= Relative Humidity.
*This product might contain potato starch, which is a non allergen ingredient.

Meters Sticksx Stickinternal Type of Meters Sticksx Stickinternal Type of

Flat Width ctick  “cases diameter (inch) box Flat Width ik “cases diameter (inch) box
4" ) 102 mm - - - - 6" 152 mm 75 20 3 c
Qs 10 8 mm - - - - 614" 159 mm 120 16 3 c1
412" 114 mm - - - - 612" 165 mm 120 16 3 c1
434" 121 mm - - - - 634" 172 mm 120 16 3 1
5" 127 mm - - - - 7" 178 mm 150 12 3 C2
51/4: 133 mm - - - - 7ua” 184 mm 150 12 3 c2
512 140 mm - - - - 712" 191 mm 150 12 3 Cc2
534" 146 mm - - - - 734" 197_-mm 150 12 3 C2
) Meters Sticksx Stickinternal Type of : Meters Sticksx Stickinternal Type of
Flat Width chick  “cases diameter (inch) box Flat Width tick “cases diameter (inch) box
8" 203mm 150 12 3 c2 10" 254 mm 150 9 4 c2
8" 210 mm 150 12 4 c2 10" 260 mm 150 9 4 c2
812" 216 mm 150 12 4 c2 102" 267 mm 150 9 4 c2
8" 222 mm 150 12 4 c2 1034”273 mm 150 9 4 c2
9" 229 mm 150 9 4 c1 " 279 mm 120 6 6 c2
9" 235 mm 150 9 4 c1 1w 286 mm 120 6 6 C2
912" 241 mm 150 9 4 c1 12" 292 mm 120 6 6 C2
934" 248 mm 150 9 4 c1 132" 299 mm 150 6 6 C2
. Meters Sticksx Stickinternal Type of
Flat Width ek “cases diameter (inch) box
Product Made in Mexico by 12" 305mm 150 6 6 €2
12" 311 mm 150 6 6 C2
Zubex México Zubex USALLC ]; ! g;i mm - - i i
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Padre Severiano Martinez 203 3267 Bee Cave Rd.
Parque Industrial Suite 107 - 259
Regiomontano, C.P. 64540 78746 Austin, TX. USA For more information please contact us via e-mail at
Monterrey, N.L. info@zubex.com or visit our website at www.zubex.com

The technical information, recommendations and other statements contained in this document are based upon our internal lab testing of
materials and historic knowledge of customers’ use of our products in varying packaging applications and conditions.We assume no obligation
or liability for the information in this document, as conditions and methods of use of our products are beyond our control.

ZUBEX USA LLC MAKES NO WARRANTY, EXPRESS OR IMPLIED, REGARDING THE INFORMATION CONTAINED HEREIN OR ITS PRODUCTS,
x INCLUDING BUT NOT LIMITED TO ANY WARRANTY AS TO ACCURACY OR COMPLETENESS OF INFORMATION, OR ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE.



